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Background: In hard X-ray phase imaging using interferometry, the spatial resolution is limited by the pixel size of
digital sensors, inhibiting its use in magnifying observation of a sample.
Methods: To solve this problem, we describe a digital phase contrast microscope that uses Zernike’s phase contrast
method with a hard X-ray Gabor holography associated with numerical processing and spatial frequency domain filtering
techniques. The hologram is reconstructed by a collimated beam in a computer. The hologram intensity distributions
itself become the reconstructed wavefronts. For this transformation, the Rayleigh- Sommerfeld diffraction formula is used.
Results: The hard X-ray wavelength 0.1259 nm (an energy of 9.85 keV) was employed at the SPring-8 facility. We
succeeded in obtaining high-resolution images by a CCD sensor with a pixel size of 3.14 μm, even while bound by the
need to satisfy the sampling theorem and by the CCD pixel size. The test samples used here were polystyrene beads of 8
μm, and human HeLa cells.
Conclusions: We thus proved that the resolution 0.951 μm smaller than the pixel size of CCD (3.14 μm) was achieved by
the proposed reconstruction techniques and coherent image processing in the computer, suggesting even higher
resolutions by adopting greater numerical apertures.
Keywords: X-ray microscopy, Distributed-feedback, Digital holography, X-ray imaging, Interference microscopy, X-ray
interferometryBackground
Hard X-rays allow visualization of objects at high resolutions
because of their inherent smaller wavelengths [1]; they are
therefore highly desirable in various application areas, in-
cluding biological studies [2, 3]. Even though optical imaging
methods are non-destructive (and therefore useful), they are
typically limited in spatial resolution because of the long
wavelengths used [4] and transmission limitations. Imaging
with electron beams depends on fixing the sample under
vacuum conditions, and this is detrimental to the morph-
ology of the biological specimens under observation. On the
other hand, hard X-rays may suffer the effect of external vi-
brations, because of their short wavelengths.
Phase imaging using hard X-ray makes it possible to
visualize phase objects using interferometry or holography.* Correspondence: m.misawa@aist.go.jp
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the Creative Commons license, and indicate ifComputed tomography using an X-ray interferometer [5]
and observation of biological soft tissues using interferom-
etry [6] have been used for phase imaging. Methods using
differential interference contrast (DIC) to form Talbot im-
ages with hard X-rays have been reported [6]. Given that
samples are imaged on a digital sensor, the spatial reso-
lution in such methods is limited, because of the pixel size.
Many reports of digital holography [7] and holographic
lateral shear for DIC [8] using laser beam holography have
been made. High resolution is possible in holography, be-
cause the images are obtained at a position apart from the
digital sensor. The two-point resolution in coherent illu-
mination hard X-rays can be obtained by 0.82λ/NA [9]—if
the relative phase between the two points can be consid-
ered as zero—where λ is the wavelength and NA is the nu-
merical aperture. It should be pointed out that the sensor
pixel size does not appear in the equation for resolution.
Accordingly, hard X-ray digital holographic systems may
provide high resolution. However, the conjugate imagesis distributed under the terms of the Creative Commons Attribution 4.0
rg/licenses/by/4.0/), which permits unrestricted use, distribution, and
e appropriate credit to the original author(s) and the source, provide a link to
changes were made.
Matsuda et al. Journal of the European Optical Society-Rapid Publications  (2016) 12:25 Page 2 of 7and reconstructed images overlap, a problem that must be
solved. Hard X-rays have been used in Gabor holography
[10], to obtain speckle-free coherent illumination [1–11],
and in phase contrast microscopy [12]. Hard X-rays have
also been used in coherent diffractive imaging [13] with
high sensitivity, lens-less imaging with an extended source
[14], and phase contrast imaging [15]—using polychromatic
hard X-rays [16].
This paper describes a digital holographic microscope
using Zernike’s phase contrast observation method [4]
using a hard X-ray Gabor hologram, which is recorded in a
computer. In Gabor holograms, the most important aspect
is to reduce the effect of conjugate images. Good quality
high-resolution images were obtained after some numerical
processing.
Methods
Description of the used hard X-ray Gabor hologram setup
Figure 1 shows the Gabor hologram process using a com-
mon path interferometer. In our optical arrangement, the
maximum optical path difference between the reference and
object beams in the hologram plane is very short. The syn-
chrotron source (the beamline 20XU of SPring-8, Japan)
used in this study produces quasi-monochromatic4 X-rays
with a monochromator, as shown in Fig. 1. The central part
of the expanded X-ray beam is filtered by aperture CS1, with
a size of 50 μm, and is focused by a Fresnel zone plate (FZP)
with a diameter of 104 μm and a focal length of 498 mm.
Another cross slit aperture CS2, with a size of 2 μm, is used
to filter the beam and acts as the point source for hologram
recording. The beam illuminates an object placed at a dis-
tance of Z0 from CS2. The size of the hologram is deter-
mined by the size of the reference beam at the hologram
plane (diameter D = 1.483 mm at a distance of Z1 from
CS2). The distance between the object and the hologram is
Z. A 16-bit Hamamatsu charge-coupled device (CCD) sen-
sor (C4742-98-24) with a 3.14 μm pixel size which consists
of 1344 × 1024 pixels was used to record the holograms.
Interference fringes with a narrowest spacing of 15.3 μmFig. 1 Optical arrangement for the recording of a hard X-ray Gabor hologram
slit aperture for a pseudo-point source of size 50 × 50 μm, CS2 a cross-slit apewere produced at the edges of the sensor. The minimum
width of the fringe was about 4.9 times the pixel size, thus
satisfying the sampling theorem. The X-ray energy was 9.85
keV, with a corresponding wavelength of 0.1259 nm. The
test samples used in this study were 8 μm polystyrene
sphere beads and human HeLa cells. The spatial resolution
of the reconstructed image in our setup was calculated at
0.951 μm [1], which is less than the sensor pixel size.
The Gabor hologram is reconstructed by numerical pro-
cessing in the computer. In the conventional reconstruction
method, the object image and its twin image appear close to
each other, as shown in Fig. 2, and removal of this twin
image is therefore crucial to obtain the final image [17]. To
reduce the effects of both the dc noise and the twin image,
defocus is introduced in the image plane. For reconstruction,
a collimated beam parallel to the optical axis is used to illu-
minate the hologram, so that the complex amplitude of the
reconstructed image is obtained by simply carrying out Fres-
nel back propagation of the hologram to the image plane. In
this way, the twin image is produced far from the object
image, as shown in Fig. 3. The convolution of the twin image
with an impulse response having a diverging curvature pro-
duces a defocus, thereby reducing the twin image effects.
Mathematical description of Zernike’s method
The Zernike’s phase contrast method can be mathematic-
ally derived using the complex amplitudes reconstructed
from the Gabor hologram, as will be shown. If the com-
plex amplitudes of the reference beam and the phase ob-
ject beam in the hologram plane at coordinates (x1, y1) are
denoted by r(x1, y1) and g(x1, y1) respectively, the intensity
distribution Ih(x1, y1) of hologram is given by
Ih x1; y1ð Þ ¼ r x1; y1ð Þ þ g x1; y1ð Þj j2
¼ r x1; y1ð Þj j2 þ g x1; y1ð Þj j2
 þ r x1; y1ð Þg x1; y1ð Þ
þr x1; y1ð Þg x1; y1ð Þ
ð1Þ
The complex amplitude of r(x1, y1) is given by. IU is an in-vacuum undulator, M a monochromatic meter, CS1 a cross-
rture for spatial filtering of size 2 × 2 μm, and FZP a Fresnel zone plate
Fig. 2 Optical reconstruction scheme, showing the positions of the
image and its twin image









x12þy12ð Þ ; ð2Þ
where Z1 is the distance between the point source
and the hologram, and λ is the X-ray wavelength, and
j is an imaginary unit, j ¼ ﬃﬃﬃﬃﬃ−1p . If the phase object is
illuminated by the hard X-rays originating from a
point source, the complex amplitude g(x1, y1) of the
phase object in the hologram plane is given by


























where Z0 is the distance between the point source and
the object, Z is the distance between the object and the
hologram, and Φ(x, y) is the phase distribution of the
object. It is noted that if the phase object is thicker, the
wavefront is further advanced. The intensity distribution
Ih(x1, y1) of the hologram is obtained by substituting Eq.
(2) and Eq. (3) into Eq. (1).
For reconstruction the Gabor hologram is illuminated
by a collimated beam of unity amplitude to separate theFig. 3 Positions of the image and its twin image based on the
numerical reconstruction methodobject image and its conjugate image. The complex ampli-
tudes reconstructed in the image plane are obtained by
carrying out a Fresnel Transform of Ih(x1, y1) from the
hologram plane to the image plane. The complex ampli-
tude of image ui(xi, yi) = Fr[r
*(x1, y1)g(x1, y1)] is given by
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The image is reconstructed at position Zi0 where the
condition 1/Z – 1/Z1 +1/Zi0 = 0 is satisfied; the image
plane position is therefore given by Zi0 = −ZZ1/Z0 (using
Z1 = Z0 + Z). The complex amplitude of the recon-
structed image is given by






















where Φ(xi0/M, yi0/M) is a real periodic function (with
period d) and M = |Zi0/Z| is the system magnification.
We assume that the magnitude of Φ(xi0/M, yi0/M) is
small compared to unity, so that we may write [4]



























where the amplitude ki = 1/(λ
2Z1
2) is constant, and
Fr[] stands for the Fresnel transform. Zi0 = −ZZ1/Z0
is thus obtained. It is also noted that exp[jФ] = 1 +
jФ – Ф2/2! + • • • .
Similarly, we can derive the complex amplitude of the
conjugate image uc(xi, yi) in the plane where the conju-
gate image is reconstructed; uc(xi, yi) is then given by
If the conjugate image is reconstructed at position Zi
= Zic, the condition 1/Z – 1/Z1 – 1/Zic = 0 must be sat-
isfied. The position in the conjugate image plane (xic, yic)
is Zic = ZZ1/Z0, and the complex amplitude of conjugate
image is given by





λ ∬ r x1; y1ð Þg x1; y1ð Þe
jπ
λZi



















































































If the distance between the reconstructed image and
its conjugate image is very long, a wavefront coming
from the conjugate image plane may be considered as
being emanated from a point source. This condition will
be met if the radius MD/2 of the aperture in the image
plane is smaller than the Airy disc caused by its aperture
at the conjugate image plane; that is, the coherent illu-





It is noted that the magnitudes at the image plane and
conjugate image plane are equal. We shall now calculate
the complex amplitude of the conjugate image in the
image plane caused by a point in the conjugate image
plane. In Eq. (8), xic = yic = 0 is substituted and given by





λ Zic ejΦ 0;0ð Þ ð10Þ
In the image plane (xi0, yi0), the complex amplitude of
conjugate image is given by












When exp[jΦ(0, 0}] ≑ 1 + jΦ(0, 0) and the magnitude
of Φ(0, 0) is small compared to unity,uc xi0; yi0ð Þe− j2λ3Z12Zice−j2πλ Zic e− jπ2λZic xi02 þ yi02  1þ jΦ 0; 0ð Þ½ 
ð12Þ
The magnification of (jπ/2λZic) (xi0
2 + yi0
2 ) is small
compared to unity and we may also write
uc xi0; yi0ð Þe 1λ2Z12 −j2λZice−j2πλ Zic e− jπ2λZic xi02 þ yi02  1þ jΦ 0; 0ð Þ½ 
ð13Þ
Moreover, the complex amplitude of the zero-order
term is expressed by u0(xi, yi) = Fr[|r(x1, y1)|
2 + |g(x1,
y1)|
2] and is given by





λ Zi∬ r x1; y1ð Þj j2þ
 g x1; y1ð Þj2e− jπλZi xi−x1ð Þ2þ yi−y1ð Þ2½ dx1dy1
ð14Þ












In these equations, k0 = (1/λ
2Z1
2 + 1/λ2Z0
2) is a con-
stant. Three wavefronts of ui(xi0, yi0), uc(xi0, yi0), and
u0(xi0, yi0) exist in the image plane. To remove the zero-
order term, all complex amplitudes in the image plane
are Fourier transformed, and the zero frequency is ex-
cluded; this means that u0(xi, yi) expressed by Eq. (14) is
also removed. These complex amplitudes are then in-
verse Fourier transformed to the image plane. If we ex-









j2πmd xi0 ; ð16Þ
then c0 = 1 and c-m = −cm
* , (m ≠ 0). We Fourier trans-
form the complex amplitudes of ui(xi, yi) and uc(xi, yi)
again, and we add exp(±jπ/2) = ±j at the zero frequency.
Eq. (7) and Eq. (14) then become:




























  jþ jΦ 0; 0ð Þ½ 
ð18Þ
Using Zic = −Zi0 = ZZ1/Z0, the intensity distribution
Ii(xi0, yi0) in the image plane is obtained as
Ii xi0; yi0ð Þ
¼ ui xi0; yi0ð Þ þ uc xi0; yi0ð Þj j2
¼ 1
λ2Z12




































In Eq. (19), if λZic ≫ 1 + Φ(0, 0), the complex ampli-
tude of the conjugate image can be neglected. The phase
term of the complex amplitude of the reconstructed
image is cancelled by calculation of the intensity, so that
Eq. (19) becomes





; ð20ÞFig. 4 Holograms constructed by hard X-ray, with λ = 0.1259 nm (X-ray en
HeLa cells (human cells)where k = {1/(λ2Z1
2)}2 is a constant, and the term Ф2 has
been neglected because of its smallness. We should note
that Eq. (20) shows that if a Gabor hologram is recorded
in the computer, it is possible to use Zernike’s phase
contrast observation method.
Results
The hard X-ray Gabor hologram is reconstructed by a
collimated beam parallel to the axis, so the hologram in-
tensity distribution is multiplied by unity. This means
that the intensity distribution itself can be regarded as
the complex amplitude and transformed from the holo-
gram plane to the object plane. For this transformation,
the Rayleigh-Sommerfeld diffraction formula was used.
The image wavefront is produced at a long distance
from the hologram.
The correct position determination in the image plane
is important. A method to obtain an autofocused image
has been proposed [18]. However, we will present a
method to elegantly find the position in the image plane
of simple objects recorded in the hologram, such as the
polystyrene sphere beads. In our method, we use the dif-
fraction effect that results from the distance between the
image plane and the hologram being very long. The
principle of the method is that if the object is located at
the image plane, no diffraction pattern appears around
the image; however, if the image is located at a position
away from the image plane, a ring-shaped diffraction
pattern appears around the image. Therefore, the pos-
ition of the image plane can be elegantly determined byergy of 9.85 keV). a Polystyrene sphere beads with 8 μm diameter. b
Fig. 5 Experimental results of Zernike’s phase contrast method using polystyrene sphere beads with 8 μm diameter. a Ii(xi, yi) = k{1 − 2Φ(xi0/M,
yi0/M)}. b k{1 + 2Φ(xi0/M, yi0/M)}
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was 174.5 m). The magnification M of the optical system
[19] was calculated to be M = |Zi0/Z| = 25.55, given that
the distance between object and hologram was Z =
6.830 m.
Figure 4a and b show the hard X-ray Gabor holograms
of the polystyrene beads and the HeLa cells, respectively.
Since the wavefront produced by the X-rays transmitted
through the phase object is advanced in comparison
with the wavefront traveling in the air, the hologram be-
comes dark. Figures 5 and 6 show the results of Zer-
nike’s phase contrast method. Figure 5 shows the results
obtained with the 8-μm polystyrene sphere bead sam-
ples. Figure 5a shows Ii(xi, yi) = k{1 − 2Φ(xi0/M, yi0/M)},
and Fig. 5b shows k{1 + 2Φ(xi0/M, yi0/M)} as noted in
Eq. (20). The reconstructed phase object is the bright
sphere in Fig. 5a and the dark sphere in Fig. 5b. Figure 6
shows the results obtained for the dried HeLa cell sam-
ples. Figure 6a shows Ii(xi, yi) = k{1 − 2Φ(xi0/M, yi0/M)},
and Fig. 6b shows k{1 + 2Φ(xi0/M, yi0/M)}. It should be
pointed out that Φ(xi0/M, yi0/M)} is negative, because
with hard X-rays the object refractive index is smaller
than that of air.Fig. 6 Experimental results of Zernike’s phase contrast method using HeLaDiscussion
It should be noted that the refractive index related to
the phase difference in the hard X-ray regime is less than
unity, contrary to what happens with visible light; the
well-known refractive index equation is approximately
given by n = 1–1.35 × 10−6ρλ2, where ρ (g/cm3) is the
density, λ (Å) is the wavelength [12], and the terms
representing absorption and scattering are ignored for
simplicity. The maximum value of the optical path dif-
ference in the polystyrene sphere is about δ = 0.017 nm,
if the density is taken as ρ ≑ 1. The condition needed to
derive Eq. (20) is Φ(xi/M, yi/M) < 1; the magnitude of
Φ(xi/M, yi/M) = 2πδ/λ recorded in the hologram is
about 0.848. Since this value is smaller than unity, the
condition is satisfied [4]. In Eq. (10), a value of
(4(0.82λZic)/M)
1/2 = 53 μm in the object plane was ob-
tained, so that the wavefront of the conjugate image in
the image plane can be regarded as a wavefront caused
from a point source. Samples of polystyrene sphere
beads with 8-μm diameter and dried HeLa cells are used
as phase objects; in the used hologram, the aperture
diameter magnitude can be considered to produce a
wavefront originating from a point source. Thecells. a Ii(xi, yi) = k{1 − 2Φ(xi0/M, yi0/M)}. b k{1 + 2Φ(xi0/M, yi0/M)}
Matsuda et al. Journal of the European Optical Society-Rapid Publications  (2016) 12:25 Page 7 of 7numerical value of (1 +Φ(0, 0))/(2λZic) in Eq. (20) is cal-
culated, to check whether this term can be neglected or
not, resulting in Φ(0, 0) < 1, λ = 0.1259 ×10−3μm, and
Zic = 174.5 × 10
6 μm; therefore, (1 +Φ(0, 0))/(2λZic) ~
4.2 × 10−5 ≪ 1, and we can safely neglect this term.
Conclusions
We proposed a microscope using Zernike’s phase con-
trast observation method and a hard X-ray Gabor holo-
gram recorded in a computer. Two different sample
types were used for demonstration purposes: polystyrene
sphere beads with an 8-μm diameter, and dried HeLa
cells. Recording the hologram in a computer makes it
possible to perform computational experiments on co-
herent X-ray processing. This is very important, because
X-ray resources are limited. Moreover, coherent numer-
ical processing becomes easy and simple; creating a per-
fect phase delay of π/2, for example, is trivially produced
numerically. Even though a small 0.1259 nm wavelength
was used, there is no influence of the external vibrations
in image reconstruction. It is also pointed out that the
use of holography with the exception of an image holo-
gram can produce images with high resolution, since the
pixel size of the CCD detector does not have influence
on resolution, but its diameter has.
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